WOCA Master Oil
Master Oil may be used on all unfinished, freshly
sanded and freshly laid wood floors in all wood
species. To be used on untreated and lye primed
woodwork such as interior floors, stairs, panels,
and furniture.
Master Oil is available in the container sizes
of 1, 2.5, and 5 liter and in the colors
natural and white.
Tools
A floor buffer with red and white polishing pads.
Paint roller and cotton cloths.
Please notice!
Risk of self-ignition! Due to the risk of self-ignition
it is important that sanding dust and oil wetted cloths
are soaked in water and disposed of in a tightly closed
container after use.

How to do...
It is recommended to use a floor buffer for the application. Master Oil Natural is
mainly used on dark wood species and enhances the natural warm glow of the wood
whereas light wood species are often finished with Master Oil White which maintains
and protects the natural light color.
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The unfinished flooring should be freshly sanded with grit 100-120. Clean the floor
with a solution of 1/4 cup Wood Cleaner per gallon of water. The floor must be completely dry and free from dirt and grease before the oil
application. Recommended wood moisture max. 12%.
The oiling is made at min. 60° F.
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Shake the oil container well before and during use.
Apply the oil with a low nap paint roller in an even coat
onto approx. 100 - 200 s.f. of floor. Leave the oil to be
absorbed for 10 minutes. If dry spots appear, apply
more oil.

3

The area is then polished with a red pad under the
buffer until the wood appears saturated. Excess oil is
removed with lint free cloths or scraped with a squeegee onto the next section of floor to be finished. The
area is then polished with lint free cloths under a white
pad. The floor should not appear wet and no excess oil

should be left on the surface after polishing. Continue in sections until the whole floor
has been finished.
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After 6-8 hours, or when dry enough to walk on, the floor should be buffed with white
polishing pad and Master Oil. If a silk-matte surface is required, the floor may be buffed
with 1 liter of Master Oil to 500 - 600 s.f. of floor. For a more durable surface Maintenance Paste can be used a rate of 330 s.f. per 14 oz. tube. This is done after the prehardening time and the oil must be polished carefully into the floor. Remove any excess
oil from the surface. After 12 hours the floor may be used with caution. The surface is
fully hardened after 36-48 hours. Do not expose the floor to water during the hardening
time.

